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GeoSage, P.O. Box 20582, World Square, Sydney, NSW 2002, Australia.

Web: http://www.GeoSage.com/

E-mail: info360@GeoSage.com

To map our land more clearly and colourfully
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Specifications:

Input for ELS2000 Version 2

Orthorectified Landsat ETM+ GeoCover 2000 from USGS and NASA (false-colour bands 7/4/2
with a spatial resolution of 14.25m)

Absolute positional accuracy: <50 m root-mean-square error

Cloud cover: 90% of imagery with <10% cloud cover

All image scenes acquired during 1999-2003

Output in ELS2000 Version 2

Horizontal resolution:

14.25m (with Universal Transverse Mercator) or

15, 30, 60, 90m (with Geographic latitude/longitude)

Datum/spheroid: World Geodetic System 1984 (WGS84)

Format: JPEG2000, ECW, GeoTIFF readily to be used by any GIS software

Total file/image size:

About 4.3TB in uncompressed formats for non-overlapping 928 mosaic tiles at 14.25 or
15m-resolution

ELS2000 V2 global mosaics at 30, 60 and 90m-resolution: image sizes for the 30m, 60m and
90m-resolution mosaics are 1,296,000 x 648,000 pixels, 648,000 x 324,000 pixels and 432,000 x
216,000 pixels, respectively.

Licensing Earth Land Surface 2000 Version 2 with either a global or a regional coverage is acceptable.

Overview of each of the global 928 tiles can be reviewed at www.GeoSage.com
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